(CYQB 6.) 02332 QUEBEC/JEAN LESAGE INTL

[
QUEBEC SIX DEPARTURE (Vector SID)  wusan si-2856 (1c) QUEBEC, QC, CANADA

ATIS 134.6 [ Rwy | Knots T 60 T 120 ] 180 ] 240 [ 300 | 360
GND CON [ 30 [v/vifem)] 250 | 500 | 750 [ 1000 [ 1250 [ 1500
121.9 250.0
QUEBEC TOWER Minimum Climb Rate to 1400
120.3 236.6

QUEBEC DEP CON
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\ 74 DEPARTURE ROUTE DESCRIPTION

RWY 06: Climb on localizer outbound or an assigned heading by ATC for radar
vectors or climb to CHAMPLAIN NDB then track 065°outboung for radar vectors.
Maintain 4000 or as assigned.

RWY 12: Climb on hdg 116° or as assigned by ATC for radar vectors. Maintain 3000

or as assigned. Do not proceed in north sector between Rwys 06 and 30 before reaching
1900.

RWY 24: Climb on hdg 243°or as assigned by ATC for radar vectors. Maintain 3000

or as assigned. Do not proceed in north sector between Rwys 06 and 30 before reaching
1900.

RWY 30: Requires a minimum climb gradient of 250 ft/NM to 1400. Maintain hdg 296°
until 660 then climbing left turn hdg 265° or as assigned for radar vectors. Maintain
3000 or as assigned.
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